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- 1.RELOCATE ALL EXISTING WIRING, CONDUIT, PIPING, LUMINAIRES, WIRING DEVICES, CABLES, FIXTURES, PANELS, DUCTS, ETC., WITHIN THE CONSTRUCTION
9 - AREAS. ALL NEW WORK SHALL BE PERFORMED IN ACCORDANCE WITH JBVA STANDARDS.
v ] 1
o 2.CAREFULLY EXAMINE THE CONTRACT DOCUMENTS, MAKE A SCHEDULED ARRANGEMENT WITH THE BUILDING OWNER’S REPRESENTATIVE TO VISIT THE
°c© SITE, AND BECOME THOROUGHLY FAMILIAR WITH THE EXISTING CONDITIONS RELATING TO THE WORK. FAILURE TO DO SO WILL NOT RELIEVE THE
" “m mm»_mzmmmwa TO CONTRACTOR OF THE OBLIGATIONS OF THE CONTRACT.
= —
S © FOR FUTURE RITICAL CIRCUIT 3.PERFORM ALL WORK REQUIRED OR NECESSARY FOR THE FULL AND COMPLETE EXECUTION OF THE WORK, WHETHER EXPLICITLY SHOWN, SPECIFIED
= — CONTROL CABINETS——— OR NOT. EXACT EXTENT OF WORK IS NOT FULLY INDICATED ON DRAWINGS. DETERMINE THE NATURE AND EXTENT OF DEMOLITION THAT WILL BE
o NECESSARY BY COMPARING THE CONSTRUCTION DOCUMENTS WITH ARCHITECTURAL DRAWINGS TO EXISTING FIELD CONDITIONS. ALL EXISTING
o ELECTRICAL EQUIPMENT WHICH WILL NOT BE REUSED SHALL BE RETURNED TO THE OWNER OR REMOVED FROM THE PREMISES AS DIRECTED BY THE
] SRD RISER BAR OWNER PRIOR TO THE START OF DEMOLITION. PROVIDE OWNER WITH A LIST OF EQUIPMENT AND MATERIAL WHICH WILL BE REMOVED. THE OWNER
J N _— A RISER DIAGRAM WILL SELECT ITEMS TO BE RETAINED. THE REMAINING ITEMS SHALL BE DISPOSED OF BY THE CONTRACTOR. INCLUDE IN THE BID ALL COSTS FOR
| | | UNDER ACRYLIC DEMOLITION WORK AND EQUIPMENT TURNED OVER TO THE OWNER AS NOTED ABOVE.
u u COVER 4 ALL EXISTING POWER, SIGNAL, AND COMMUNICATIONS SYSTEMS ARE TO REMAIN IN SERVICE. SHOULD IT BECOME NECESSARY TO SHUT—DOWN ANY . 3 .
] ] SYSTEM OR PORTION OF A SYSTEM, APPROVAL IN WRITING MUST BE OBTAINED FROM THE OWNER TWO (2) WEEKS IN ADVANCE. THE SHUTDOWN B _
N || SHALL BE ONLY FOR THE PERIOD AND TIME AGREED UPON. THE FINAL BID IS TO INCLUDE THE COST OF ALL TEMPORARY WIRING AND PREMIUM E
o pie N TIME REQUIRED FOR THE SHUTDOWN. ,
- | :
S d ] 5.MAINTAINING SERVICES TO UNAFFECTED AREAS WHICH ARE EXISTING TO REMAIN: AT LOCATIONS WHERE THE PRESENT ELECTRICAL DEVICES, LIGHTING, . 10/25/2011
I | | OR CIRCUITRY WILL BE MODIFIED OR CHANGED TO ACCOMMODATE THE DEMOLITION/NEW WORK, THE ELECTRICAL CONTRACTOR SHALL PROVIDE ALL 'Y
1L NECESSARY CONDUIT AND WIRE TO MAINTAIN ELECTRICAL SERVICE TO ROOMS OR SPACES, DEVICES, ETC. WITHIN OR BEYOND THE AFFECTED
.m D) L \§ AREAS.
o 6.EXISTING WIRING DISCONNECTED OR NO LONGER IN USE: EXISTING WIRING DISCONNECTED OR NO LONGER IN USE SHALL BE REMOVED BACK TO THE
) SOURCE OR THE FIRST DEVICE TO REMAIN. EXISTING WIRE DISCONNECTED SHALL NOT BE ALLOWED TO BE ABONDONED IN PLACE. ALL WIRING AREA TO BE DEMOLISHED
.m o OO REMOVED SHALL BE DISPOSED OF PROPERLY. RELOCATE EXISTING CONDUIT, CABLES, PIPING THAT IS ABOVE THE
3, >ﬂ - CEILING. RELOCATE THE LIGHTING FIXTURE
° © [N/ 7.WHERE EXISTING CONDUIT RACEWAY SYSTEMS ARE SHOWN ON THE DRAWINGS, THEY ARE ILLUSTRATED DIAGRAMMATICALLY. THE EXACT ROUTING OF
o AZ THE EXISTING CONDUIT RACEWAY SYSTEMS SHALL BE DETERMINED ON THE JOB SITE BY THE CONTRACTOR.
=
prr)
rslUlo 8.EXISTING CONDITIONS OF ALL EQUIPMENT, DEVICES, FIXTURES, AND SYSTEMS THAT REQUIRE REWIRING, REUSE, RELOCATION, OR REFURBISHING SHALL
O BE FIELD VERIFIED PRIOR TO COMMENCEMENT OF ANY WORK TO BE COMPLETELY OPERATIONAL. SUBMIT A WRITTEN STATEMENT AND ITEMIZED
z O LISTING OF ALL EXISTING CONDITIONS OF THE FOLLOWING, ALTHOUGH NOT LIMITED TO THOSE LISTED:
M a.EXIT SIGNS, EMERGENCY LIGHTING FIXTURES
f b.LIFE SAFETY/FIRE ALARM SYSTEM DEVICES.
<+ \/ ¢.LIGHTING AND RECEPTACLES.
9.SUBMIT CONSTRUCTION PLAN TO THE COTR PRIOR TO WORK. IN THE EVENT THAT THE CONTRACTOR COMMENCES WORK WITHOUT AN APPROVED
J SUBMITTAL, THE CONTRACTOR SHALL ASSUME ALL RESPONSIBILITY AND COST TO MAINTAIN THE ABOVE IN GOOD WORKING ORDER AND CONDITION.
)
3 10. ALL THE EXISTING MEP EQUIPMENT, WHICH INTERFERES WITH THE NEW ADDITION OR THE REMOVAL OF EXISTING WALLS, SHALL BE REMOVED OR
RELOCATED BY THE CONTRACTOR. VERIFY REMOVAL AND NEW LOCATION OF EQUIPMENT WITH THE COTR PRIOR TO WORK.
: ENLARGED 9th FLR. ELECTRICAL PLAN o
11. VERIFY CLEARANCES FOR ALL NEW OR EXISTING RELOCATED ELECTRICAL WORK BEFORE PROCEEDING WITH CONSTRUCTION. COORDINATE USAGE OF
I 1/4" = 10" AVAILABLE SPACE WITH ALL TRADES. IN THE EVENT OF CONFLICTS, NOTIFY THE COTR BEFORE PROCEEDING WITH THE WORK.

12. ALL CUTTING, DRILLING, AND PATCHING OF MASONRY, DRYWALL, CONCRETE, STEEL, OR IRON WORK SHALL BE PERFORMED BY THE CONTRACTOR.
north IN ORDER THAT WORK MAY BE PROPERLY INSTALLED.INCLUDE AN ALLOWANCE OF COSTS TO X—RAY OR ULTRA SOUND FLOOR SLABS PRIOR TO
WORK. UNDER NO CONDITIONS MAY STRUCTURAL WORK BE MODIFIED OR CUT, EXCEPT AT THE DIRECTION OF THE COTR AND THE APPROVED

STRUCTURAL ENGINEER.
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